
BIG ON QUALITY – SMALL IN SIZE 
Outstanding optical quali t y, compact, and l ightweight – 
the CL Pocket has everything you need to go out and 
discover nature.

ALWAYS TO HAND 
The upgraded design of the CL Pocket means i t now 
sits even more comfor tably in your hand. Thanks to 
the matching bag your CL Pocket is always protected 
and accessible when you’re out and about.

DESIGNED FOR THE OUTDOORS
The CL Pocket is easy to use and incredibly rugged. 
No mat ter where you are, you’l l always be ready to 
marvel at the wonders of nature.
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OPTICAL BRILLIANCE 
FOR RAZOR-SHARP IMAGES
CL Pocket binoculars offer unique optical quality of the high-
est order in the compact range. The high-precision optics 
guarantee that you can observe wildlife in a relaxed manner, 
without your eyes getting tired, while ensuring that you can 
still see every last detail. When folded up, the CL Pocket is 
very compact, but when you open it up you have a binocu-
lar that delivers uncompromising quality. It has a large field 
of vision and is 100% suitable for eyeglass wearers. With 
outstanding edge-to-edge sharpness and high transmission, 
you are guaranteed high-contrast, sharp, color-true images 
for unforgettable viewing experiences.

HANDY, LIGHTWEIGHT, AND ELEGANT
Absolute viewing comfort is guaranteed thanks to its intel-
ligent, ergonomic design and easy-grip protective housing. 
Weighing in at just 350 g (12.3 oz) and at 110 mm (4.3 
in) long, it slips easily into a small bag, making it the perfect 
companion. Its modern design in two colorways, green and 
anthracite, can be combined with different accessory sets to 
suit your particular needs.

 - CSO cleaning set optics
 -  VPA variable phone adapter with  
AR-Bs adapter ring for CL Pocket

DURABLE AND RUGGED, 
BUILT TO LAST FOR GENERATIONS
The CL Pocket is made for the outdoors – its rugged design 
with improved double bridge and sturdy aluminum housing 
protect the finely adjusted optics, while the inert gas filling 
prevents water and dust from entering the binoculars – for a 
long life and resource-saving sustainability.

KEY FACTS

The CL Pocket is available in 8x25 or 10x25 magnification. It is supplied with a field bag, carrying strap, microfiber cloth, 
and eyepiece cover. Based on customer feedback, this has been designed especially for the new CL Pocket and guarantees 
excellent observation experiences, even in wet weather. You have the choice of two colors, green and anthracite, and two 
accessory sets, which can be combined to suit your needs:

CL POCKET GREEN     
 WN WILD NATURE ACCESSORY PACKAGE

CL POCKET ANTHRACITE    
MO MOUNTAIN ACCESSORY PACKAGE

SUPPLIED WITH

ACCESSORIES



The changes made relate to design and accessories, 
with no differences between the optical parameters of the 
CL Pocket binoculars range, introduced in September 2013. 

TECHNICAL DATA

CL POCKET 
8x25 W B

CL POCKET 
10x25 W B

Magnification 8x 10x

Effective objective lens diameter (mm) 25 25

Exit pupil diameter (mm) 3.1 2.5

Exit pupil distance (mm) 17 17

Field of view (ft/1,000 yds) 357 294

Field of view (degrees) 6.8 5.6

Field of view for eyeglass wearers (degrees) 6.8 5.6

Field of view, apparent (degrees) 52 53

Shortest focusing distance (in) 8.2 8.2

Diopter adjustment left/right (dpt) ± 5 ± 5

Diopter correction ∞ (dpt) 6 8

Interpupillary distance (in) 2.0 - 2.9 2.0 - 2.9

Light transmission (%) 88 88

Twilight factor based on DIN 58388 14.2  15.8

Optical elements 20 20

Approx.  L* x W** x H** (in) 4.3 x 3.9 x 1.8 4.3 x 3.9 x 1.8

Approx. width, closed (in) 2.6 2.6

Approx. weight (oz) 12.2 12.3

Optical coatings: SWAROTOP, SWARODUR, SWAROBRIGHT · Functional temperature: -25°C bis +55°C  (-13/+131°F) · Storage temperature: -30°C bis +70°C 
(-22 bis +158°F) · Submersion tightness: 4 m (13ft) (inert gas filling) · * with lowered eyecups · ** at interpupillary distance of 64 mm (2.5 in)

EN 01/2021 We reserve the right to make changes regarding design and delivery. 
We accept no liability for printing errors. All the specifications given are typical values.


